
 

 

 

 

 

 

Option:  
Extra lock with sliding bolt  

 

 

Heavy duty galvanised with 
optional powder coated 
finish in ral color 
 

Solid plastic boards or 
exotic hardwood lumber 
choices 

Double rolled heavy gauge 
corton frame profile upper 
and lower 
 

Bars Ø26,9 mm with ca. 
55mm distance between 
bars, punched through the 
steel profiles, welded on 
top and below 
 

Closed steel frame 
construction 

 

Square 
Door posts 
90x90 mm  
 

Adjustable steel latch 
striker plate 
 

Mortised stainless 
steel and brass finger 
latches to open from 
outside and inside 

 

Option: Cover on 
square door posts 

This schematic drawing is sent as a courtesy to our clients and is a copyrighted 
and propietary design owned by Corton. Photocopying or reproduction of any kind 
or use in production, pre-production or quotation for production without the written 

consent of Corton is prohibited. This is not a working shop drawing, and 
dimensions may not be accurate for any given project 

 

Welded flat iron 
below wings  

 

Option: 
Laser cut ornamental 
plates  

 

 
Option:  
Horizontal boards with 
ornamental plates 

 

Cammed adjustable 
stainless steel door hinges 
 

Design stable “Prince Professional” high type 


